
City of Glendale
Neighborhood Traffic Calming Program

Prepared by

Public Works Division
Traffic & Transportation Section

November 2004



1



2



3



4





NEIGHBORHOOD TRAFFIC CALMING PROGRAM PROCESS

IDENTIFYCANDIDATESTREET

CONDUCTENGINEERING STUDY

MEETWITHRESIDENTS(OPTIONAL)

DEVELOPTRAFFICCALMINGPROJECTALTERNATIVE(S)

MEET WITH RESIDENTS(OPTIONAL)

CIRCULATEPETITION

CONDUCTPUBLICHEARING WITHT.P.C.

INCLUDETRAFFICCALMINGPROJECTON
CITY-WIDETRAFFICCALMING PRIORITYLIST

INSTALLTRAFFICCALMING PROJECT

CONDUCTSCREENINGEVALUATION

IFQUALIFIED

IF75%OR
MORESUPPORT

IFAPPROVEDBYT.P.C.

APPEALABLE
TO T.P.C.

PER STEP8;
OTHERWISE,

NORMAL
TRAFFIC

REVIEW PROCESS

(1)

IFLESSTHAN
75% SUPPORT

NO
FURTHERACTION

IFDISAPPROVED
BYT.P.C.

APPEALABLETO
CITYCOUNCIL;

OTHERWISE,
NOFURTHERACTION

(1) CityofGlendale Transportation & ParkingCommission

EXHIBIT A

IF UNQUALIFIED

IF UNQUALIFIED

IFQUALIFIED

Step1

Step2

Step 3

Step4

Step5

Step6

Step7

Step8

Step9

Step10
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EXHIBIT 1A

10

SPEED HUMP DESIGN STANDARDS

B

A

B

A

12' 10' 8' TYPICAL

C CL L

150'

150'
250'

+_

+_
+_

W37AR
W6(15)

W37AR
W6(15)

REFLECTIVEWHITE
PAVEMENT
MARKINGS

ASPHALTHUMP

6 FEET

12FEET

3.5INCH( 0.25INCH)HUMP+

SECTIONB-B

SECTIONA-A

CURBFACE

WIDTH
VARIES

12''
TAPER

*

*IFTHEREISNOACTUAL
GUTTER,USE2FEET.

A.C.STANDARD
3/8AGGREGATEMIX

*WIDTH
VARIES

12''
TAPER

CURBFACE



CL

12" 48"

DRIVINGLANE DRIVINGLANE

SPEED HUMP MARKING
SPEEDHUMPINSTALLATIONDETAILS

1. SPEEDHUMPSSHALLNOTBE PLACEDOVERMANHOLES,WATERGATES,JUNCTIONCHAMBERS,ETC.
2. EDGEOF SPEEDHUMPSSHALLBE10FEETMINIMUMFROMEDGEOFDRIVEWAY.
3. WHEREPOSSIBLE,SPEEDHUMPSSHALLBEPLACEDATPROPERTYLINESINSTEADOFMID-LOT.
4. WHEREPOSSIBLE,SPEEDHUMPSSHALLBEPLACEDADJACENTTOSTREETLIGHTS.
5. EXACTLOCATIONOFSPEEDHUMPSSHALLBEDETERMINEDBYCITY TRAFFIC& TRANSPORTATIONADMINISTRATOR.

ADVANCE SIGNING

BUMPS

15
MPH

WARNINGFLAGS
(FIRSTWEEK)

30''X30''W37AR
WARNINGSIGN
BLACK ONYELLOW
6''SERIES''E''LETTERS

W6(15) SIGN

EXACT SIGNLOCATIONS
SHALL BEDETERMINED
BYCITY TRAFFIC&
TRANSPORTATION
ADMINISTRATOR

EXHIBIT 1BSPEED HUMP DESIGN STANDARDS
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12" 48" 12" 48" 12" 48" 12" 48" 12"



EXHIBIT 2ASPEED LUMP DESIGN STANDARDS

12

B

A

B

A

12' 10' 8' TYPICAL

C CL L

150'

150'
250'

+_

+_
+_

W37AR
W6(15)

W37AR
W6(15)

REFLECTIVEWHITE
PAVEMENT
MARKINGS

ASPHALTLUMP

6 FEET

12FEET

3.5INCH( 0.25INCH)LUMP+

SECTIONB-B

SECTIONA-A

60”
(60"with12"tapers)

VARIES VARIES

CURBFACE

* IFTHEREISNOACTUAL
GUTTER,USE2FEET.

CURBFACE

A.C.STANDARD
3/8AGGREGATE

MIX

18"
GAP

WIDTH
VARIES

* 12"
TAPER

18"
GAP

WIDTH
VARIES

*12"
TAPER36"

12" 12"

NOTTOSCALE



EXHIBIT 2BSPEED LUMP DESIGN STANDARDS

13

CL

DRIVINGLANE DRIVINGLANE

SPEED LUMP MARKING
SPEEDLUMPINSTALLATIONDETAILS

1. SPEEDLUMPSSHALLNOTBEPLACEDOVERMANHOLES,WATERGATES,JUNCTIONCHAMBERS,ETC.
2. EDGEOF SPEEDLUMPSSHALLBE10FEETMINIMUMFROMEDGEOF DRIVEWAY.
3. WHEREPOSSIBLE,SPEEDLUMPSSHALLBEPLACEDATPROPERTYLINESINSTEADOFMID-LOT.
4. WHEREPOSSIBLE,SPEEDLUMPSSHALLBEPLACEDADJACENTTOSTREETLIGHTS.
5. EXACTLOCATIONOFSPEEDLUMPSSHALLBEDETERMINEDBYCITYTRAFFIC&TRANSPORTATIONADMINISTRATOR.

ADVANCE SIGNING

BUMPS

15
MPH

WARNINGFLAGS
(FIRSTWEEK)

30''X30''W37AR
WARNINGSIGN
BLACK ONYELLOW
6''SERIES''E''LETTERS

W6(15) SIGN

EXACT SIGNLOCATIONS
SHALL BEDETERMINED
BYCITY TRAFFIC&
TRANSPORTATION
ADMINISTRATOR

12’

12" 12" 12" 36" 12"12" 12"VARIES VARIES 18" 12" 18" 12" 12" 12" 12" 12"VARIES VARIES

PAINTEDDOUBLE-YELLOW
CENTERLINE(4"-3GAP-4")
ONLUMPAND50FEETONBOTHAPPROACHES
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INTERSECTION DIAGRAM

DC

A

LEGEND:

STREETWIDTH
CURB RETURNRADIUS
OFF-SETDISTANCE
CIRCLE DIAMETER
OPENINGWIDTH

A
B
C
D
E

EXHIBIT 3STANDARD TRAFFIC CIRCLE DESIGN
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EXHIBIT 4INTERSECTION CHOKER DESIGN

R=15' R=15'

R=15' R=15'

NOTE: TREATMENTMAY VARY
D EPENDINGONDRAINAGE
D ESIGN

17



EXHIBIT 5PARTIAL-DIVERTER DESIGN (MINOR)

RAISED

AFTER

BEFORE
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EXHIBIT 6PARTIAL-DIVERTER DESIGN (MAXIMUM)

RAISED

BEFORE

19

AFTER



EXHIBIT 7FULL-DIVERTER DESIGN

RAISED

AFTER

BEFORE

20


